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Front Trough Single

Stainless steel wudu unit

Product code: WW-FT1

Product description

A single-user ablution unit with a front trough that
collects and drains washing water. The smooth
stainless steel surface suits communal prayer facilities,
with optional bolt-on seating to suit the project.

Key features

« Push-button, timed-flow tap operation
« Front trough collects and drains water
« Rear wall fixing with keyhole slots

« Optional stools with floor fixing tabs

Technical specification

Material Grade 304 stainless steel; 1.2 mm and 2 mm
User capacity 1 user

Overall size with seats (W x D x H) 600 x 865 x 700 mm

Trough body (W x D x H) 600 x 470 x 700 mm

Optional seating 300 mm seat width; 550 mm high
Tap operation Push-button timed / metered flow
Waste outlet 45 mm diameter; 1% inch BSP

Installation & specification notes

Seated configuration shown. Specify whether stools are required when ordering. Stools bolt to the unit and include tabs for floor
fixing. Confirm services, clearances and fixings before installation.

Specifications may be updated without prior notice. Confirm dimensions, connections and the selected configuration with WuduWash before ordering or installation. Installation
must be carried out by a competent installer using fixings suitable for the site. WuduWash branding belongs to WuduWash Limited. Third-party product images and technical
drawings remain the property of their respective owners.
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Dimensions & fixing details
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Drawing notes

SIDE ELEVATION
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OVERALL SIZE

600 mm wide

865 mm deep

700 mm high

Seated configuration

Dimensions in millimetres. Views are not to scale. Confirm site dimensions before installation. Technical drawing excerpts: © Sterinox Ltd.

Specifications may be updated without prior notice. Confirm dimensions, connections and the selected configuration with WuduWash before ordering or installation. Installation
must be carried out by a competent installer using fixings suitable for the site. WuduWash branding belongs to WuduWash Limited. Third-party product images and technical

drawings remain the property of their respective owners.
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